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, o n L s F
. ' 4’ x 247 Sowed Joint with Bar Iy x 347 x
7 : ) P Elastic Joint Sealer in accordance 9-0" (Beams 1 thru 3) 13,7 ot
D n - ¢ Brg. with Article 589 of the Standard 307 (Beam 11) 50°F
Threaded Rod (Typ.) ' L ot ' Typ, 3, fo be removed,
ot i g\ 76”8 holes at 12" cts. for stored and reused.
; : S5 bolts set on 2 gage line. N\
.............. ! . . S All bolts shall be burned, sawed or
i\' . Lle o P ; Slc/e' ~ clipped off flush with back of
™ = H : Retainer \l ] : angle after forms are removed. | NN N{ LT
. N R , - P LS a1t g R PR A 7‘ "“
. : : I I A, 67’0 vent holes at
. 2 2 M:—/ 3 4 " , ; “cts set on 1%
. Brg. Pad 2’0 x 8" granular or solid flux filled i
M : : headed studs conforming to Article 1006.36 ™ ne
¢ 'Br g 7 : of the Standard Spec’s automatically end
S - S : o : welded at 12' alt. cts. (4 required per beam).
Wréx20 e TR AR Full Width S 2//.50 dowel Cast in beam.
O rods in 1%"% holes : : ~
drilled in cap : : L4 x 4 x b cast in / ‘J \ 47 x b bar
(2 per beam) beam. 3-0" long F Tack welded at
67 cts. in field
SECTION E-E
DETAIL B
(Cost included with PPC Deck Beams)
TYPICAL SECTION TYPICAL SECTION
AT N. ABUTMENT AT S. ABUTMENT
v 1 v * 1" Joint shall be filled with non-shrink grout. Dimension SECTION F-F
E 8 n . E may vary to accommodate tolerance in beam lengths.
‘ I by ** Limits of HMA Surface Removal, Existing waterproofing
e to remain. Lap new waterproofing 6 over existing.
. N **X Existing dowel rods are to be burned off, ground flush,
éo o . and sealed with epoxy prior to placement of new beams.
:D PPC Deck Beam Cost included in Removal of Existing PPC Deck Beams. l 9/-67 3.6
K - Co o After beams have been erected holes shall be drilled into New H ring Surf HWA Wearing Surf. |
il Y N | N A B cap and dowel rods placed, Dowel holes shall be filled with ow HMA Wearing Surface New earing su ”ff‘lm.“
R T non-shrink grout to top of beam and allowed to cure a o oo
& ' 5 minimum of 24 hours prior to grouting the shear keys. P N
B ECEERER 6 Limifs of HMA 6 o
T C . Grouted Surface Removal
‘ o B RN P K .
. 9 | T Remove, Store, & F oy (Typ.)
o Min. Re-erect Existing L L L O L LS L ST AL AL AT LS S WL L S L A LTRSS I
) Railing (Typ.) R : R j L R
€ %9 Epoxy Grouted| - . grver o e e o R
Threaded Rod (Typ.) L Note: E : : _
D e See Section 584 of fthe : BEAM | , BEAM 2 BEAM3 ). Y iBM4 M0 BEAM 11
End of T A Standard Specifications for _ - N . 1 N )
WT8x20 Y L T R epoxy grouting of threaded rods. “l ) - N . I I . . N I R A P W— g
/ = Fabric Brg. / =
Install Retainer at Pad (Typ.) (e 3R
EXPANSION JOINT Exvansion End Ty | 1l PPC Deck Beams at 3°-0" = 330
RETAINER DETAILS See Detail this sheef. : N
(Cost included with PPC Deck Beams)
PARTIAL CROSS SECTION
(Looking South)
DESIGNED ATH MAY 6, 2008 REPAIR DETAILS
CHECKED Ayg | Exemmeo / C}W/Z 2 /- F.A. RT. 698 OVER
ENGINEER OF STRUCTURAL ‘SEAVICES PIKE CREEK
DRAWN Steffen | PASSER @é\. W
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